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•	 Mark the preferred location of the Silenceair unit 
on the face of the RITEK wall system. Ensure the 
Silenceair unit is in the correct orientation.

•	 Insert opening trims and bracing in accordance with 
RITEK details.

•	 The clear opening dimension should be 400mm high 
by 250mm wide to allow for easy insertion of the 
Silenceair unit.

•	 Note: Allow a recess of 20mm wide by 6mm deep 
on all sides on the external face to allow for the flush 
installation and fixing of the 6mm C.F.C cover plate.

•	 Note: We suggest these openings are located on 
the shop drawings so that can be completed at 
the factory at the same time as door and window 
openings are set out.

•	 Cut out both the interior and exterior face of the 
RITEK wall system. To allow for nominal 400 high x 
250 wide opening.

•	 Note: The exterior face cut out should be approx. 
20mm wider and higher on each edge to allow for a 
recess to fit the cover plate.

•	 After the concrete has been poured and set, insert 
the Silenceair unit into the hole and fit in the correct 
position.



For more information please contact
www.silenceair.com    enquiries@silenceair.com     +61 2 9555 7215

Patents and Patents Pending. Silenceair is a registered trademark of Silenceair International Pty Limited

15050

7

65

8

•	 Pack out the sides as necessary to ensure sound 
does not leak down the sides of the Silenceair unit. 

•	 Seal all edges of the Silenceair unit.

•	 On the outside face insert a 6mm C.F.C sheet into 
the opening and securely fix to the RITEK trims.

•	 Ensure the 150mm wide by 50mm high opening in 
the insert sheet accurately lines up with the air intake 
slot on the Silenceair unit.

•	 Make good the join.

•	 Insert the select insulation packing.

•	 After the wall is painted and before the scaffolding 
is removed, insert the Silenceair colour co-ordinated 
weather louvre and spray cup and fix into position.

•	 Ensure the weather louvre is installed in the correct 
orientation.
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•	 From the outside, the Silenceair unit is completely 
hidden inside the wall cavity, only the face of the pre-
painted louvre is visible.

•	 The weather louvre can be factory painted to colour 
match the colour scheme of the building. Call us 
to discuss lead times to ensure there is adequate 
notice prior to the removal of the scaffolding.

•	 Fix the interior plasterboard sheeting into place.
•	 Ensure the hole in the plasterboard lines up with the 

hole in the Silenceair unit.

•	 After the wall has been painted, insert and fix into 
place the vent plate and then snap fit the cover plate 
into position.

•	 From the inside, the Silenceair unit is completely 
hidden inside the wall. Only the interior adjustable 
vent cover is visible.

•	 From the inside, before the plaster board is fixed 
into place mark, the location of the interior air vent 
location on the plasterboard sheet and cut out.

•	 Silenceair reserves the right to modify or reissue technical brochures without notice.
•	 © 2018 Silenceair International Pty Ltd. 		  ABN 44 096 462 949
•	 Date of Publication: October 2018.
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